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BEYOND THE SECUAITY

JWC-S1D-N

1/2.8" Sony CMOS Image Sensor

» ALL-HD 240%tstA SONY STARVIS CMOS 1/2.8" EAAXL
o 24071 1080P 1A E Boths 2000(H) x 1241(V)
- DEOIZZIOHD AMZ X (4IN 1) A4 Progressive
e 2.8mm 22} o tE A= SHALE 1080P
« MIE AEH|A MM HE A= ALL-HD (AHD/TVI/CVI/CVBS)
+ X|MZEE 0.0001Lux PANS NTSC/PAL
« UTCE S HE|$tOSD HEE S/NH| 50dB or More (AGC Off)
« QESIO|EHH A IR LED None
« E2 oM 1Y Day & Night EXT / AUTO / COLOR / B/W
o APRA /ONE /AU / HEH|0lE AREE 0.0007Lux
Flzs 2.8mm o7
AR GLOBE / CENTER /BLC /FLC
FAALEHI|5 D-WDR (ON/QFF)
Sjo|EME A ATW / MWB
MBS 4/25 ~ 1/50,000Sec
SER2E -10~50 ° C to 90% RH
AREH Y DC 12V (£10%)
37|(mm) 112@ x 83.3(H)
= Aprrox. 170g
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